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TECHNICAL NOTE 4290

. A FUSEIA.GEADDITION TO INCREASE DRAG-RISE MACH NUMBER OF

SUBSONIC AIRPLANES AT LIFTING CONDITIONS

By Richard T. Whitcomb

SUMMARY

The addition of fuselage volume on top of the forward portion of .a
fuselage for the purpose of increasing the drag-rise Mach number of sub-
sonic airplanes at lifting conditions is investigated. The additions
have been designed on the basis of the area rule and other important
considerations to proVide greater practicability of application compared
with shapings previously investigated. The addition increased the drag-
rise Mach number by an increment of approximately 0.03 for a configura-
tion having a wing with moderate thickness and 350 of sweepback at a
lift coefficient of 0.3. A lesser increase was obtained for a configura-
tion with a thicker wing. The additions increase the nonlinearities of
the variations of pitch& moment with lift.

INTRODUCTION

In order to obtain higher cruise speeds for most airplanes intended
to fly at high subsonic speeds, the drag rise associated with the onset
of shock waves at lifting conditions must be delayed. Unpublished data
obtained from investigations at the Ames and Langley laboratories of the
National Advisory Committee for Aeronautics have indicated that most
area-tie fuselage shapings (ref. 1) not only reduced the transonic or
supersonic wave drag but also delayed the drag rise. Special nmdifica-
tions of such fuselage shapings intended to provide greater practica-
bility of application, as well as some improvement of effectiveness in
delaying drag rise, are proposed herein.

For existing airplsnes and for designs where the minm fuselage
dimensions are established by internal requirements, fuselage shapings
intended to delay the drag rise usually would be accomplished by increasing
the volume of the fuselage or by attaching appendages to the basic fuse-
lage structure. The practicabili~ of the application of such fuselage
additions is generally increased by consolidating such additions on limited
regions of the fuselage, inasmuch as this procedure generaldy results in a
simplification and a reduction of weight of the fuselage structure and an

%he information presented herein, together with other material sub-.
sequently found not to be significant, was previously given limited dis-
tribution as RM L58Hogb by RicWd T. Whitcomb.
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2 NACA TN 42x

increase in the usability of the added fuselage volume. Emphasis, there-
.

fore, has been placed on such concentrated additions in the present study.
To determine the effectiveness of the fuselage additions proposed, tests
have been made of a systematic group of such nndifications with two repre-

.

sentative wing-fuselage combinations at Wch numbers from 0.~5 to 0.98.

a vertical extension

% drag coefficient

SYMBOLS

of fuselage addition from basic fuselage

htj) incremental drag coefficient

CL lift coefficient

cm pitching-moment coefficient

M Mach number

L!M incremental Mach number

r fuselage radius

x longitudinal fuselage coordinate

a angle of attack

DESIGN CONSIDERMZONS

The onset of drag rise for an airplsne with a relatively thick wing
at cruise lift coefficients is usually caused primarily by boumdqy-layer
separation on the upper surface of the wing resulting from the development
of an initial shock wave above the wing. This separation is usually less

severe on the fuselage and the inboard sections of the wing than on the
midsemispan region of the wing. The difference is particularly great for
sweptback wings (ref. 2). Fuselages shaped to improve the longitudinal
area development for the airplane tend to reduce the strength of the
initial shock over the inboard region of the wing and thereby to further
increase the difference in extent of separation along the wing span.
ticreasing the lift on the less critical upper surfaces of the fuselage
and the inboard sections of the wing and alJowing thereby a decrease in
lift on the more critical midsemispan region should result in a decrease

.
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.

in boundsry-layer separation in this region. It would be expected that
the favorable effect of this reduction in separation on the midsemispan

* region of the upper surface would be considerably greater than my adverse
effects of increasing the lift on the fuselage and inboard sections of the
wing, and thus an overall hprovement should result. ‘

The localized increases of IX% on the upper surfaces of the fuselage
md inboard sections of the wing may be accomplished by incorporating cam-
ber in the fuselage. For the usual fuselage additions intended to @rove
the area developments, with forward and rearward additions above and below
the wing, the desired csmber is effectively obtained by adding vertically
to the upper forward and lower rearward parts of such additions and sub-
tracting vertically from the lower forward and upper rearward parts.

Inasmuch as the total lower fuselage addition and the upper rearward
addition reduced as described in the preceding paragraph cannot affect to
a large degree the boundary-l~er separation on the upper surface of the
wing, tt would be expected that these additions to the fuselage would con-
tribute relatively little to the reduction in total drag rise of the con-
figuration. Therefore, the fuselage addition may be limited to the upper
forward potiion of the fuselage with little loss of effectiveness.

“

Unpublished e~erimental results indicate that the effectiveness of
area-rule fuselage shaping in delaying drag rise is onQ slightly depend-

. ent on the lateral distribution of the shaping around the fuselage. There-
fore, the development of fuselage camber through addition of volume, as
well as the practicability of application, can be improved by concentrating
the addition, limited as-described in the preceding paragraph, on the top
of the fuselage. A fuselage addition incorporated into the basic structure
should proba%ly be shaped to fair into the lines of the fuselage in a man-
ner similar to that shown in figure l(a). However, an addition to a basic
fuselage structure could probably be concentrated laterally as shown in
figure l(b) without a significant loss of effectiveness or increase in skin
friction.

Sch.lierenphotographs have indicated that for the speed and lift con-
ditions at which the fuselage shaping normally is most useful, the flow is
usually supersonic to a considerable degree in a relatively large local
region ative the upper surface of the wing: Therefore, it would seem
probable that the greatest reduction in the strength of the initial shock
wave in this speed range might be obtained if the fuselage addition above
the wing were shaped longitudinald.yto improve the area developments
obtained with the oblique cutting planes associated with supersonic fields.
Such a shape may be approximated by moving the shaping for a design Mach
number of 1.0 (ref. 1) somewhat forward.

Because of the lhltations of the area rule for the conditions under.
consideration, the use of detailed area developments in the design of the
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shape of a fuselage addition would not seem justified. Furthermore,
because of the extent of mixed flow for these conditions the use of
potential theory to define optimum fuselage camber was not believed to
be justified. Hence, the cambered fuselage shapes investigated herein
were arrived at by simple, arbitrary procedures.

EXPERIMENTAL CONFIGURATIONS AND TESTS

The initial part of the investigation was made with an uncambered,
moderately swept wing (fig. l(c)) with moderate aspect z%tio and section
thicknesses. Later tests were made witha cambered swept wing (fig. l(d)),
which had higher aspect ratio and somewhat greater section thicknesses.
In order to distinguish between the configurations, the design shown in
figure l(c) is referred to as the thin wing and that shown in figure l(d)
is referred to as the thick wing.

Design of Basic Configurations

The basic fuselage used in the present investigation is defined by
the ordinates given in the first two colunms of table I. The two wings

●

of the e~erbental configurations were obtained by attaching fiber glass
and plastic additions to the model used in the investigation of refer-

Both had 350 of sweepback of the quarter-chord line. The thin
“

ence 3.
wing had an aspect ratio of 3.85 and a taper ratio of 0.614. The wing
sections varied linearly from an NACA 65AO1O section at the wing-fuselage

—

juncture to an NACA 6WW6 section at the 0.60-semispan station, with an
NACA 65MM6 section from that station to the tip. l%e thick wing had an
aspect ratio of ‘7.05and a taper ratio of 0.38. !t!hewing sections varied
linear~ from em NAM 65A2L3, a = 0.5 (approx.) section at the wing-
fie~ juncture to an NACA 654209, a = 0.5 (apww.) section at the
0.38-semispm station, with au NACA 65A209, a = 0.5 (approx.) section
from that station to the tip. Neither wing had any built-in twist or
dihedral. ~wever, because of the relatively low stiffness of the fiber
glass and plastic outboard extension for the thick wing, the tip region
of this wing had considerable twist and dihedral while the wing was being
tested.

Design of Fuselage Additions

All fuselage additions investigated, except one, were designed with
cross sections layed out as shown in figure l(a). Four additions, with
the longitudinal profile contours shown in figure 2(a), were tested with
the thin wing placed longitudinally with respect to the fuselage as shown .
in figure l(c).
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The primary addition shown in figure 2(a) is the initial attempt to
obtain the most satisfactory consolidated addition for use with the thin
wing. The shape of this addition was obtained by shifting a contour
designed for a Mach number of 1.0 forwafi a distamce of roughly 15 per-
cent of the chord at the wing-fuselage juncture. The M= 1.0 shape
was obtained by the following procedure. A relatively gradual concavity
of the fuselage area development, with a length approximately equal to
one-half the chord at the wing-fuselage juncture, was centered approxi-
mately 10 percent of the juncture chord ahead of the longitudinal station
of the msximum cross-sectional area for the wing; a relatively sharp con-
vex curvature was initiated at the station of the leading edge of the
juncture; and the concave and convex regions were connected by a region
with a relative~ gradual rate of change of slope. The maximum height
of this primary addition was arbitrarily chosen as one-half’the fuselage
maximum width.

The enlarged primary addition was obtained by increasing the ordi-
nates of the prima~ addition by 50 percent. (See fig. 2(a).) The reduced
prhmry addition was obtained by reducing these ordinates by 50 percent.
The advsmced priw~ addition was obtained by roving the ordinates of
the primary addition in the region of the wing forward 10 percent of the
wing-fuselage-juncture chord. The primary addition was also tested with
the wing moved forward 1.0 inch, or 15 percent of the wing-fuselage-
juncture chord, with respect to the position shown in figure l(c). tias-
much as this change placed the fuselage addition in a more rearward posi-
tion with respect to the wing, this configuration is referred to as the
“receded” prima~ addition. The primary addition has been investigated
with the thin wing one-half fuselage radius above end below the center
line of the fuselege. The other additions have been tested with the wing
only in the lower position.

The primary and enlarged primary additions have also been investi-
gated with the thick wing shown in figure l(d). When used with this wing,
these additions were modified from that used with the thin wing so as to
have a somewhat sharper convex corner slightly farther forward. (See
table 1.) The concentrated prhary addition, described in figure 2(c),
has the same longitudinal area development as that for the prhary addi-
tion in the region of the wing. However, forward of the maximum cross-
sectional area for the additions, the area developments ere significmtly
different.

Tests

The tests were made in the Langley 8-foot transonic tunnel over a
Mach number rsmge from 0.60 to 0.95 at a Reynolds number per foot of

approximately 4 x 106. The model was mcnmted for testing on a sting
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support extending .tothe base of the fuselage. Forces and moments were
obtained by use of an internal strain-gage balance. Tests were made
without boundary-layer transition fixed by roughness strips.

RESULTS AND DISCUSSION

The variations of drag coefficient, angle of attack, and pitching-
nmment coefficient with lift coefficient for the vsrious test configura-
tions are presented in figures 3, 4, and 5, “Yespectivel.y.The pitching-
moment coefficients have been determined about the Y-axis shown in
figure 1. Variations of these parameters with l!achnumber for a lift
coefficient of 0.3 are presented in figure 6. The results have been
adjusted to the condition of streem static pressure at the base of the
fuselage. Schlieren photographs of the shock patterns for several of
the test configurations are presented in figure 7.

Drag Characteristics

Effect of primary fuselage addition.- For the configuration with
the thin wing in a low position, the primary fuselage addition provides

.

an increase in the drag-rise Mach number of approximately 0.03 for a
lift coefficient of 0.3 (fig. 6(a)). The drag-rise Mach number has been .
arbitrarily chosen as the value at which @/@l = 0.10. The increases

for lower and higher lift coefficients are less than for a lift coeffi- =
cient of 0.3. The reductions of shock-wave strength resulting in the
delay of drag rise for a lift coefficient of approxhately 0.25 are
illustrated by the schlieren photographs of figure 7. For the configu-
ration with the thick wing, the primary fuselage addition provides an
increase in the l+hchnumber for drag rise of approximately 0.02
(fig. 6(b)).

The drag benefits associated with the proposed addition appear to be
of the same order as those obtainable with the KHchemann “streamline”
method for a comparable configuration. (See ref. 4, for example.) Ibw-
ever, the practicability of application of the present addition normally
should be considerably greater than that of an addition required to pro-
vide the KUchemann shaping. ..

Effect of vertical position of wing.- With the thin wing in the high
position, the effectiveness of the primary addition in delaying and
reducing drag rise is essentially the same as with this wing in the low
position (figs. 6(a) and (c)). However, with the wing in the high posi-
tion, use of the primary addition results h a significant increase in
drag for the higher lift coefficients at the lower Mach numbers (fig. 3(c)), -
an effect not present with the wing in the lower position (fig. 3(a)). It

.
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is believed that this increase in drag may be attributed to flow separa-
tion on the upper surface at inboard sections of the wing, which results
from the strong induced upwash associated with the convex portion of the
addition. With the wing in the low position, the distance between the
addition and the wing is increased, with a resulting reduction of the
flow interference.

Effect of size of primary addition.- For the thin-wing configuration,
reductig the size of the prhmry addition by one-half (reduced primary
addition) resulted in roughly the sane decrease of effectiveness (fig. 6(d))
in delqying the drag rise. For this ssme configuration, increasing the
size of the primary addition by one-half (enlarged primary addition) caused
a significant increase in drag coefficient throughout the Mach number range
of the investigation. This increase in drag is probably due primarily to
the separation of the boundary layer on the addition near the reversal of
curvature indicated by the schlieren photograph (fig. 7). For the thick-
tig configuration, increasing the size of the prima~ addition by ~ per-
cent did not result in such an increase in drag (fig. 6(b)). These results
and schlieren photographs not included hereti indicate that the boundsry-
layer separation present on this enlarged addition when used with the thin
wing has been essentisXly eliminated for this configuration. At the higher
lift coefficients the enlarged primary addition provides less reduction h
drag than does the prtmary addition, even for the thicker wing (fig. 3(b)).
ti the basis of these limited results, it appears thatrfuselage addition
with maxhum added areas roughly eqpl to that for the primary addition
investigated should provide the nmst satisfactory effectiveness over a
range of conditions for similar configurations.

Effect of longitudinal location of addition.- Movement of the prhry
addition rearward with respect to the thin wing to a location corre-
sponding to a design kkch &unber of roughly 1.6 (the receded pri.ma~
addition) results in almmst a complete loss of effectiveness of the sddi-
tion in delaying drag rise for a lift coefficient of 0.3 (fig. 6(e)).
Movement of the prima~ addition forward a distsmce of 10 percent of the
wing-fuselage-juncture chord (the advanced primary addition) results in
a slight increase in drag coefficient throughout the Mach nuder range
of the test for a lift coefficient of 0.3 (fig. 6(e)). The relative
effectiveness of this addition in delaying the drag rise improves with
an increase in lift coefficient at the higher Mach number (fig. 3(e)),
because of the higher velocities above the wing associated with this
increase of lift. These results indicate that for configurations sM-
lar to the present test model, the addition proposed should be located
longitudinally in roughly the position of the prs.addition.

Effects of concentrating primary addition.- Concentration of the
added cross-sectional areas of the primary addition into the limited
region shown in figure 2(c) results in only a slight loss of effective-
ness in reducing drag rise (fig. 6(f)). This result tidicates that the
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initial onset of shock and drag rise is normally only slightly dependent
on the shape of the fuselage ahead of the wing. Therefore, within the
normal Imitations of subsonic airplane design, the form of the fuselage
addition in this region may be chosen on the basis of practicality or
esthetics.

Lift and Pitching-Moment Characteristics

The various versions of the primary addition provide substantial
changes of the pitching-moment coefficients in the positive direction,
as would be expected. (See fig. 6, for example.) IWwer, these
pitching-mment-coefficient changes are =ther critically dependent upon
angle of attack and increase the nonlinearities in the pitching-moment
curves. (See fig. 7.) In some cases severe pitch-up tendencies are
encountered at rather low lift coefficients. (See fig. 5(b), for example.)

CONCLUDING REMARKS

The limited results presented herein indicate that a fuselage addi-
tion, concentrated on the upper, forward part of the fuselage, should
result in appreciable increases in the drag-rise Mach number at lifting
conditions for most conventional configurations intended for flight at
high subsonic speeds. Ibwever, these additions increase the nonlineari-
ties in the pitching-moment curves, smd the possible consequences with
regard to the longitudinal stability characteristicsmust, of course, be
considered when applying these tiditions.

.

.

Langley Aeronautical Laboratory,
National.Advisory Committee for Aeronautics,

Langley Field, Vs., August 6, 1957.
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Basicfuselage

x,
in.

o
100
2.0

?::
~.o

6.0
7.0
8.0
9.0

10.0

11.0
ls!.o
13.0
13.5
14.0
14.5
15.0

16.0
17.0
18.0
19.0
20.0

ZL.o
22.0
23.0
24.o
25.0

26.0
27.0
28.0
29.0
30.0

31.0
31.7

r,
h.

o
●58

1.04
1.36
1.5
1.62

1.62
1.62
1.62
1.62
1.62

1.62
1.62
1.62
1.62
1.62
1.62
1.62

1.62
1.62
1.62
1.62
1.62

1.62
1.62
1.62
1.62
1.62

1.60
1.56
l.%
1.42
1.*

~.25
1.19

TA.BIJII.- ORDINATESOF FUSELAGEAdditions

Verticalextension,a, h., for -

Primary

Thin
wing

o
0
0
0

.01

.22

. 2h

.34

.44

.52
●59

.66
● 73
● 79
.81
.78
.72
.61

.34

.15

.04
0
0

0
0
0
0
0

0
0
0
0
0

0
0

asee figures1 and 2.

Thick

o
0
0
0

.01

.12

.24

.34

.44

.52
● 59

.66

.73
● 79
.78
● 73
.64
●53

.31

.13

.03
0
0

0
0
0
0
0

0
0
0
0
0

0
0

Enlarged primary

o
0
0
0

.02

.17

.35
●5O
.65
977
.88

.98
1.10
1.18
1.21
1.16
1.07

.91

.51

.22

.06
0
0

0
0
0
0
0

0
0
0
0
0

0
0

Thick

o
0
0
0

.02

.17

●35

:$
●77
.89

.98
1.10
1.18
1.17
1.09

.96

.79

.47

.20

.05
0
0

0
0
0
0
0

0
0
0
0
0

0
0

Reduced
prhary

o
0
0
0
0

.06

.X2

.17

.22

.26

.29

.33
●
●39
.40
●39
.36
.30

.17

.07

.02
0
0

0
0
0
0
0

0
0
0
0
0

0
0

Advanced
primsry

o
0
0
0

.01
●I2

.25

.36

.45
;%

.69

.76
●79
●75
.67
●J
.;:

●20

.06

0
0
0

0
0
0
0
0

0
0
0
0
0

0
0

.

.

.

.

,

.



u

.

(a) Cress secttmA-A.
O-+

(b)Altenm!e ac55SY3km.

Y

I

—— —-- ————- -—

.—. —

a-l –/ ~
—~-. .

1
--A
(Cm-hickWIrg.

Figure 1.- Dimensions of expertiental configurations. All dimensions are
in inches.
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Figure 3.- Variation of drag coefficient with lift coefficient at vari-
ous Mach numbers for configurations investigated.
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(c) Thin
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Figure 3.- Continued.
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(d) Thin wing in low position; effects of addition size.

Figure 3.- Continued.
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*

●

(e) Thin wing in low

Lift coefficient,CL

position; effects of longitudinal location of
addition.

Figu&e 3.- Continued. .
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(f) Thick &n&j in low position; effects of concentrated primary addition.

Figure 3.- Concluded.



20 NAC!ATN 4290

(a) !J?hinwing in low position; effects of primary addition.

Figure 4.- Variation of angle of attack with lift coefficient at
ious Mach nmibers for configurations investigated.
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(c) ‘l?h inwingin high position; effects of primary addition.
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Figure 4.- Continued.
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(d) Thin wing in low position; effects of addition size.

Figure 4.- Continued.
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(f) Thick wing in low position; effects of concentrated primary
addition.
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Figure 4.- Concluded.
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(b) Thick wing in low position; effects of primary addition.

Fi~e s.- Continued.
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(c) Thin wing in high position; effects of primary addition.

Figure 5.- Continued.
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Lift caeffiaent,CL

(d) Thin wing in low position; effects of addition size.

Figure 5.- Continued.
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